OUTDOOR Enclosure: S/M/L  &VZ- /4T
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Advantages: Outdoor Enclosures are
o sealed to IP55 and durable against
g the extreme weather conditions.
Available in sizes from 46” up to 65”.
DS player and additional accesories
can be installed in enclosure. Almost
every LCD TV or monitor can be
turned in outdoor display system.
Temperature inside is controlled
thermostatically.

Functionality: DOOH Visual
Communication, Digital Signage,
E Digital Posters, Information Points

, and more. IP 55 offers wide range

' of possible installations. Exchangable
Air filters keeps interion dust free.
Anti-burglar systems, secures display
and accesories inside Outdoor

Enclosure. . .
Outdoor Enclosures are ,,must have” solutions a TV in outdoor part of restaurants.
for Visual Comunication today. Ready Now almost every LCD TV or monitor can
for Digital Poster and Digital Signage or just be turned in outdoor display system.
Available models: ¢ OUTDOOR Enclosure S
» OUTDOOR Enclosure M
» OUTDOOR Enclosure L
1364.,5
Pt
° OUTDOOR Enclosure: S/M /L
Dimensions [mm] M: H - 874; W - 1365; D -
154+101,5
. . Enclosure options Outdoor
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O Temperatue range (-20°C - + 35°C)
Yod
© I‘P5‘4 Window type Anti-Reflective polycarbonate
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O O — Universal mounting screen
(internal) VESA standard all type
g"(? Dual security locks yes
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. . —_— Surge protected power yes
° : ° ° ° ° Internal heater (thermally
Easy controlled) yes
I insta) ()
Filter cooling system yes
)
150 'F Protection IP 54
| precision ] | Power supply 230V - 50Hz




